
www.cloakroomseating.co.uk
Manufacturing Changing Room / Locker Room Furniture Since 1990

Versatile Cloakroom Equipment

Cloakrooms ™
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Club Range

A Quality Double Sided Seat with SAA Hat 
and Coat Hooks used to form an Island unit 
in Cloakrooms, 45mm diameter legs with 6 
Ash seat slats (from FSC approved sources) 
50mm apart on steel support frames for 
additional strength - Includes plastic feet 
as standard - Pre Zinc coating option 
recommended for shower / swimming pool 
changing rooms.

Options
 Round tube Shoe Rack used to keep footwear off wet floors in locker rooms.

 Ash double back support, 285mm above seat height - must be ordered at same time as bench.

 Floor fixing cleat welded to base of each leg with hole for securing benches to the changing room 
floor (4 required per 1m - 1.5m - 2m bench and 6 per 2.5m - 3m bench).

 One Piece Adjustable feet 0-20mm for levelling benches on uneven changing room floors 
(4 required per 1m - 1.5m - 2m bench and 6 per 2.5m - 3m bench).

 Powder Coated Coat Hooks in lieu of standard Satin Anodised Aluminium.

 Extra hooks fitted to accommodate more garments.

RD10X with round tube shoe rack option

R O U N D  F R A M E  D O U B L E

Optional Floor Fixing Cleat

Optional Shoe Rack

Optional BackrestOptional Backrest

Height: 1750mm, Depth: 800mm, Seat height 450mm

Manufactured to sport governing 
bodies size guidelines

Code Widths Hooks Legs

RD10X 1m 10 2

RD15X 1.5m 14 2

RD20X 2m 20 2

RD25X 2.5m 24 3

RD30X 3m 28 3

1

See page 4 for colours and technical specifications
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Club
Range

A Quality Seat with SAA Hat and Coat Hooks 
used around the perimeter of Changing rooms, 
45mm diameter legs with 3 Ash seat slats 
(from FSC approved sources) 50mm apart 
on steel support frame for additional strength 
- Includes plastic feet as standard - Pre Zinc 
coating Option recommended for shower / 
swimming pool changing rooms.

Options
 Round tube Shoe Rack used to keep footwear off wet floors in locker rooms.

 Ash back support, 285mm above seat height - must be ordered at same time as bench.

 Floor fixing cleat welded to base of each leg with hole for securing benches to the changing room 
floor (4 required per 1m - 1.5m - 2m bench and 6 per 2.5m - 3m bench).

 One Piece Adjustable feet 0-20mm for levelling benches on uneven changing room floors
(4 required per 1m - 1.5m - 2m bench and 6 per 2.5m - 3m bench).

 Powder Coated Coat Hooks in lieu of standard Satin Anodised Aluminium.

 Extra hooks fitted to accommodate more garments.

R O U N D  F R A M E  S I N G L E

Optional Shoe Rack

Optional Backrest

Optional Adjustable Foot

Optional Shoe Rack

Height: 1750mm, Depth: 400mm, Seat height 450mm

RS15X

Code Widths Hooks Legs

RS10X 1m 5 2

RS15X 1.5m 7 2

RS20X 2m 10 2

RS25X 2.5m 12 3

RS30X 3m 14 3

2

See page 4 for colours and technical specifications
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A Quality Seat generally used around the perimeter of changing 
rooms. 45mm diameter legs with 3 Ash seat slats (from FSC 
approved sources) 50mm apart on steel support frame for 
additional strength - Includes plastic feet as standard - Pre Zinc 
coating Option recommended for shower / swimming pool 
changing rooms.

Options
 Round tube Shoe Rack used to keep footwear off wet floors in locker rooms.

 Floor fixing cleat welded to base of each leg with hole for securing benches to the 
floor (4 required per 1m - 1.5m - 2m bench and 6 per 2.5m - 3m bench). Standard 
on RM mono benches.

 One Piece Adjustable feet 0-20mm for levelling benches on uneven floors (4 
required per 1m - 1.5m - 2m bench and 6 per 2.5m - 3m bench). Not available on 
RM mono benches.

R O U N D  F R A M E  M O N O

R O U N D  F R A M E  D E E P

R O U N D  F R A M E  B A S I C

Single leg wall / floor fixed bench used around the perimeter of 
changing rooms, 45mm diameter legs with 4 Ash seat slats (from 
FSC approved sources) 35mm apart on steel support frame for 
additional strength - Pre Zinc coating Option recommended for 
shower / swimming pool changing rooms.

Used around the perimeter of dressing rooms / changing rooms 
- 45mm diameter legs with 4 Ash seat slats (from FSC approved 
sources) 50mm apart on steel support frame for additional 
strength. Includes plastic feet as standard. 500mm 'Deeper' R5D 5 slat 

version also available.

Optional Adjustable FeetOptional Shoe Rack

Height: 450mm, Depth: 325mm

Height: 450mm, Depth: 450mm

Height: 450mm, Depth: 450mm

R5D25 with shoe rack option

RM15

Manufactured to sport governing 
bodies size guidelines

Manufactured to sport governing 
bodies size guidelines

See page 4 for colours and technical specifications
Optional Floor Fixing Cleat

R15 Code Widths Legs

R10 1m 2

R15 1.5m 2

R20 2m 2

R25 2.5m 3

R30 3m 3

Code Widths Legs

RM10 1m 2

RM15 1.5m 2

RM20 2m 2

RM25 2.5m 3

RM30 3m 3

Code Widths Legs

R4510 1m 2

R4515 1.5m 2

R4520 2m 2

R4525 2.5m 3

R4530 3m 3

3

Club
Range
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Wall mounted 75mm x 25mm hardwood rail with sturdy satin 
aluminium hat and coat hooks at approximately 200mm centres. 
Generally used on walls of corridors / cloakrooms / changing rooms 
(usually above a perimeter bench).

Supplied pre-drilled with just a few screws to fix the SAA coat hooks 
to the rail (screws and screwdriver included but wall fixings are not).

Options
 Powder Coated Coat Hooks.

 Extra hooks fitted to accommodate more 
garments.

HK powder coated hook option

V E R S A  R A I L

 
Ash hardwood slats
Sourced via FSC (Forestry Stewardship Council) 
approved agents who only harvest timber from 
responsibly managed and sustainable forests. 
Members of TTF (Timber Trades Federation) 
with systems in place to ensure only legal timber 
handled. Ash is cut to size, profiled with a 6mm 
round on all 4 long edges, sanded, cleaned and 
finished with 2 part cellulose ac lacquer with 30% 
sheen level.

Steel / metal legs and seat support frames
Welded in jigs for dimensional consistency, welds 
ground flush and all steel cleaned using a vapour 
immersion degreaser, then electro statically 
polyester powder coated to approx 60-80 
microns, baked in an industrial oven and wrapped 
for protection during transport.

If Pre Zinc coating specified
A pre zinc coating to 60-80 microns is applied 
after degreasing. Providing additional rust 
protection in wet situations or where there is risk 
of exposure to chlorine / bromine etc.

Note:
For high humidity, high chemical, regularly very wet 
areas, external or poolside applications we would 
recommend our stainless steel range.

Specially designed for regular intensive use 
in industrial and commercial changing room 
situations, the hardwood seats include a 
unique steel support frame underneath for 
additional peace of mind.

Also available:
350mm and 400mm seat heights.

Special lengths, depths, heights, 
continuous runs, paint finishes etc.

Full design and installation service.

Club, Versa & Budget Range 
Finishes

Standard Colours
Silver (Chrome Silver Gloss) Polyester Powder Coated

Blue (RAL5002) Polyester Powder Coated

Yellow (RAL1018) Polyester Powder Coated

Red (RAL3020) Polyester Powder Coated

Green (RAL6009) Polyester Powder Coated

Black (RAL9005) Polyester Powder Coated

Code Widths Hooks

WH10 1m 5

WH15 1.5m 7

WH20 2m 10

WH25 2.5m 12

WH30 3m 14

4

Club
Range
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A freestanding double sided bench generally used in the middle of changing 
rooms to increase the seating capacity. It has its own double sided 
hardwood hat and coat rail mounted at 1.6m high between the vertical 
supports of the end frames.

30mm square legs with 6 Ash hardwood seat slats (FSC approved sources) 
50m apart on steel support frames for additional strength. Plastic feet 
included as standard.

Supplied part-assembled with just twelve bolts required to complete 
assembly and a few screws to fix the coat hooks to the pre-drilled hardwood 
rail (bolts, spanner, screws, screwdriver and instructions included).

A variation on the DSX with the addition 
of a double sided 400mm deep Mesh top 
shelf (with a steel support frame) fixed by 
four bolts to the top of the uprights.

A variation on the DSX with the addition of a 
double sided 400mm deep Hardwood slat top 
shelf (with a steel support frame) fixed by four 
bolts to the top of the uprights.

DS15M with back rest option

DS15X
DS10

Versa Range

Mesh Top Shelf OptionWood Top Shelf Option

Hardwood Backrest OptionMesh Shoe Rack Option Hardwood Backrest OptionMesh Shoe Rack Option

S Q U A R E  F R A M E  D O U B L E

Height: 1750mm, Depth: 800mm, Seat height: 450mm

Code Widths Hooks Legs

DS10X 1m 10 2

DS15X 1.5m 14 2

DS20X 2m 20 2

DS25X 2.5m 24 3

DS30X 3m 28 3

5

Manufactured to sport governing 
bodies size guidelines

See page 4 for colours and technical specifications

Options
 Double Side Mesh Shoe Rack (to keep footwear off floor in wet situations).

 Double Side Hardwood Backrest 285mm above seat (for added user comfort).

 Floor fixing cleats (4 required per 1m - 1.5m - 2m bench and 6 per 2.5m - 3m).

 Adjustable feet (for situations where the floor may be uneven).

 Powder Coated Coat Hooks instead of standard Satin Anodised Aluminium.

 Extra hooks fitted to accommodate more garments.

 Pre zinc coating for additional rust protection.
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VERSA
Range

Freestanding single sided cloakroom bench generally used 
around the perimeter of the room. It has its own hardwood hat 
and coat rail mounted at 1.6m high between the vertical supports 
of the end frames, which makes it a self contained unit.

30mm square legs with 3 Ash hardwood seat slats (FSC 
approved sources) 50mm apart on a steel support frame for 
additional strength. Plastic feet included as standard.

Supplied part-assembled with just eight bolts required to 
complete assembly and a few screws to fix the coat hooks to the 
pre-drilled hardwood rail (bolts, spanner, screws, screwdriver and 
instructions included).

Options
 Mesh Shoe Rack (to keep footwear off floor in wet situations).

 Hardwood Backrest 285mm above seat (for added user comfort).

 Floor fixing cleats (4 required per 1m - 1.5m - 2m bench and 6 per 2.5m - 3m).

 Adjustable feet (for situations where the floor may be uneven).

 Powder Coated Coat Hooks instead of standard Satin Anodised Aluminium.

 Extra hooks fitted to accommodate more garments.

 Pre zinc coated for additional rust protection.

A variation on the SSX with the addition of 
a 190mm deep Hardwood slat top shelf 
(with a steel support frame) fixed by four 
bolts to the top of the uprights.

A variation on the SSX with the 
addition of a 190mm deep Mesh 
top shelf (with a steel support frame) 
fixed by four bolts to the top of the 
uprights.

SS15 with back rest option

SS10M with shoe 
rack optionSS10X

S Q U A R E  F R A M E  S I N G L E

Mesh Shoe Rack OptionMesh Top Shelf Option

Hardwood Backrest OptionWood Top Shelf Option Hardwood Backrest OptionWood Top Shelf Option

Height: 1750mm,  Depth: 400mm, Seat height 450mm

Code Widths Hooks Legs

SS10X 1m 5 2

SS15X 1.5m 7 2

SS20X 2m 10 2

SS25X 2.5m 12 3

SS30X 3m 14 3

6

See page 4 for colours and technical specifications
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Wall and floor fixed bench generally used where there may be obstructions 
on the wall or floor (radius skirting, heating pipes etc), with Vers-a-Rail (WH) 
hat and coat rails mounted on the wall above.

Not suitable for plasterboard walls.

30mm square legs with 3 Ash hardwood seat slats (FSC approved sources) 
50mm apart on a steel support frame for additional strength.

Supplied part-assembled with just four bolts required to complete assembly 
(bolts, spanner and instructions included, but wall / floor fixings are not).

S Q U A R E  F R A M E  M O N O

BD15 with shoe rack option

The most popular freestanding single depth bench, generally used around the 
perimeter with Vers-a-Rail (WH) hat and coat rails mounted on the wall above.

30mm square legs with 3 Ash hardwood seat slats (FSC approved sources) 50mm 
apart on a steel support frame for additional strength. Plastic feet included as 
standard.

Supplied part-assembled with just four bolts required to complete assembly (bolts, 
spanner and instructions included).

Freestanding double depth bench, generally used in the centre of rooms or 
against the wall if extra depth seating is required. 

30mm square frame legs with 5 Ash hardwood seat slats (FSC approved 
sourced) 55mm apart on a steel support frame for additional strength. Plastic 
feet included as standard.

Supplied part-assembled with just four bolts required to complete assembly 
(bolts, spanner and instructions included).

S Q U A R E  F R A M E  B A S I C

S Q U A R E  F R A M E  B A S I C  D O U B L E

B15

Height: 450mm, Depth: 595mm

M153

Height: 450mm, Depth: 325mm

Height: 450mm, Depth: 350mm

7

Code Widths Legs

B10 1m 2

B15 1.5m 2

B20 2m 2

B25 2.5m 3

B30 3m 3

Code Widths Legs

M103 1m 2

M153 1.5m 2

M203 2m 2

M253 2.5m 3

M303 3m 3

Code Widths Legs

BD10 1m 2

BD15 1.5m 2

BD20 2m 2

BD25 2.5m 3

BD30 3m 3

Options
 Mesh shoe racks.

 Floor fixing cleats.

 Adjustable feet.

 Pre Zinc Coating.

See page 4 for colours and technical specifications

VERSA
Range
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8

FGR15M with captive coat hanger option

Wall mounted Hardwood slat shelf with or without captive chrome 
hanging rail commonly used on construction sites or in cloakrooms.

Just a few screws required to complete assembly (screws, 
screwdriver and instructions included but wall fixings are not).

Wall mounted Mesh shelf with or without captive chrome hanging rail 
commonly used in secure / sensitive areas when you need to be able 
to see what is on the shelf.

Just four bolts required to complete assembly (bolts, spanner and 
instructions included but wall fixings are not).

WS15

WSM15

V E R S A  S H E L F

Height: 250mm, Depth: 345mm

Options
 Steel captive coat hangers 

(slide over rail before assembly).

 Pre Zinc Coating to provide additional 
rust protection in wet areas.

Mesh Wood Brackets

0.9 1m 2

1.4m 1.5m 2

1.9m 2m 3

2.37m 2.5m 3

2.87m 3m 3

See page 4 for colours and technical specifications

SWS15

SWSM15

Freestanding mesh coat rack with captive 
chrome hanging rail, commonly used 
in rooms with limited storage space or 
receptions/cloakrooms.

Top Mesh Shelf 300mm deep, Mesh Shoe 
/ Bag rack 400mm deep both in a steel 
support frame.

Supplied part-assembled with just twelve 
bolts required to complete assembly (bolts, 
spanner and instructions included).

V E R S A  C L O A K

Height: 1750mm,  Depth: 480mm

Code Widths Legs

FGR10M 0.9m 2

FGR15M 1.4m 2

FGR20M 1.9m 3

FGR25M 2.37m 3

FGR30M 2.87m 3
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Budget Range
All benches MUST be securely fixed to floor / wall, 
at MAXIMUM 900mm centres for leg frames

Wall Fixed Cantilever Bench for use in changing / dressing 
rooms with solid concrete brick or block construction walls, 
meets Sport England and Football Foundation guidelines. 

Each wall bracket is 430mm wide x 275mm high made from 
4mm steel with 40mm return flanges. 

Wall flange has 3x 10mm holes to take Hilti or Rawlbolt type 
anchors.

The seat is completed by a set of 4 Heartwood Ash slats 
75mm x 25mm screwed to the top flange 30mm apart.

B U D G E T  C A N T I L E V E R

Wall and Floor Fixed Bench used around perimeters of changing rooms. 
Each 30mm square leg has wall and floor fixing cleats and a 70mm wide 
x 300mm long top plate predrilled with 6 holes.

The seat is completed by a set of 3 Heartwood Ash slats 75mm x 
25mm screwed to the plate 40mm apart. 

B U D G E T  M O N O

Upgrade Options:
 Pre Zinc coated legs / brackets for additional rust protection

 Quality Standard Ash hardwood (more consistent colour & grain)

 350mm or 400mm high for use in schools etc (with extended delivery)

Choices:
 Rapid delivery on silver finish

 Five additional colours as standard (with extended delivery)

 Legs / wall brackets and sets of wood slats can be ordered separately

BML10CH

BCL15CH

9

Manufactured to sport governing 
bodies size guidelines

Height: 275mm, Depth: 450mm

Code Widths Brackets

BCL10CH 1m 2

BCL15CH 1.5m 3

BCL20CH 2m 3

BCL25CH 2.5m 4

BCL30CH 3m 4

Code Widths Legs

BML10CH 1m 2

BML15CH 1.5m 3

BML20CH 2m 3

BML25CH 2.5m 4

BML30CH 3m 4

Height: 450mm, Depth: 350mm

See page 4 for colours & finishes
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Budget
Range

ASH Seat Slats (extra cost option)
Quality Ash seat slats with more consistent colour & 
grain, sold in 1m - 1.5m - 2m - 2.5m or 3m long sets 
from FSC approved sources. Sanded, cleaned and 2 
part lacquer applied (screws included).

AHT Heartwood Seat Slats 
From the Heart of the tree sold in 1m - 1.5m - 2m - 
2.5m or 3m long sets, colour and grain may vary more 
than the standard ash, from FSC approved sources. 
Sanded, cleaned and 2 part lacquer applied (screws 
included).

E X T R A  C O M P O N E N T S

BBL10CH

B U D G E T  B A S I C

B U D G E T  R A I L

The most common cloakroom floor fixed bench used in 
sports changing areas. Each of the 30mm square legs 
has floor fixing cleats and a 70mm wide x 300mm long 
top plate predrilled with 6 holes.

The seat is completed by a set of 3 Heartwood Ash 
slats 75mm x 25mm screwed to the plate 50mm apart. 

BML Leg
Additional wall and floor 
mounted changing room bench 
legs, 70mm wide top section 
with 6 holes drilled ready to fix 3 
seat slats of your choice.

BCL Leg
Additional wall mounted 
cloakroom bench bracket. 
40mm wide flanges with 4 holes 
drilled ready to fix 4 seat slats of 
your choice.

BBL Leg 
Additional changing room bench 
legs, 70mm wide top section 
with 6 holes drilled ready to fix 3 
seat slats of your choice.

10

Code Widths Legs

BBL10CH 1m 2

BBL15CH 1.5m 3

BBL20CH 2m 3

BBL25CH 2.5m 4

BBL30CH 3m 4

Height: 450mm, Depth: 325mm

Wall mounted 75mm x 25mm Heartwood Ash rail with sturdy satin 
aluminium hat and coat hooks at approximately 200mm centres. 
Generally used on walls of corridors / cloakrooms / changing rooms 
(usually above a perimeter bench).

Supplied pre-drilled with just a few screws to fix the SAA coat hooks 
to the rail (screws and screwdriver included but wall fixings are not).

Code Widths Hooks

BWH10 1m 5

BWH15 1.5m 7

BWH20 2m 10

BWH25 2.5m 12

BWH30 3m 14



ESE Cloakrooms

Wensum Works, 150 Northumberland Street, Norwich, Norfolk, NR2 4EE

Phone: 01603 629956   Fax: 01603 630113

email: sales@cloakroomseating.co.uk    www.cloakroomseating.co.uk
ESE Cloakrooms is a trading name of Eastern Storage Equipment Limited

Registered in England No: 1279230
Copyright © 2010 Eastern Storage Equipment Limited. All rights reserved.

Est. 1975

Customers include:
Motor - Jaguar, Peugeot and Toyota

TV - 60 Minute Makeover and The Bill

NHS Hospitals, BUPA and Primary Care Trusts

Food - Britvic, Coca Cola, Cadbury and British Sugar

Retail - Asda, Waitrose, Marks & Spencer and Superdrug

Utilities - British Nuclear Fuels, Siemens and National Grid

Armed Services - MOD, Royal Navy, USAF and Royal Marines

Emergency Services - Fire Service, Ambulance Service, Police and RAC

Big Business - Shell, BP Chemicals, Rolls Royce, BAE, Glaxo, Network Rail and Corus

Schools, Colleges, Universities, Councils, Met Office, HM Prison Service
Environment Agency and Imperial War Museum

Sport - Chelsea FC, Norwich City FC, West Bromwich FC, Bristol City FC, Southampton FC, 
QPR, Dunfirmlin FC, Cardiff City FC, Godolphin, Golf Clubs, Leisure Clubs and Sports Centres

Installation service and bespoke 
Cloakroom furniture available on request

Designed & Manufactured by

Matting

Lockers

We also sell all types of
 lockers and leisure flooring


